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Better Service
• At your doorstep
• No import difficulties
• No customs duty
• Strategic partnership
• Post sales support

Better Quality
• ISO 9001: 2008 certified
• Certified by international testing laboratories
• We use highest quality raw material and equipment

Better Warranty
• Highest warranty for our durable products

Better Price
• Competitive pricing
• Best value for your investment
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Obeikan Technical Fabrics (OTF)  

Based in Riyadh, Saudi Arabia, OTF is a reputable technical 
textile manufacturers produce and export PVC/PVDF coated 
polyester and PTFE coated fiber glass fabrics. OTF is part 
of Obeikan Investment Group, one of the leading suppliers 
of packaging products in the Middle East. With over two 
decades of industrial expertise, OTF has been supplying 
PVC/PVDF and PTFE fabrics to the Middle East market, 
Asia, Europe and Americas. In order to control the overall 
value chain, OTF installed state of art production facilities 
in Riyadh. This include the Yarn Plant, Chemical Plant 
and Base Fabric Weaving Plants. Over the years OTF has 
developed its PVC/PVDF coated polyester and PTFE coated 
fiberglass fabrics to match the international standards and 
meet today’s need of t industry with full commitment to quality 
and environment sustainability. OTF has strong international 
presence and distributing its architectural products in more 
than 50 countries. 

Obeikan Investment Group

شركة العبيكان للمنسوجات التقنية المحدودة 
ــعودية  ــة الس ــة العربي ــاض -  المملك ــة الري ــي مدين ــركة ف ــع الش تق

عالميــة  ســمعة  ذات  التقنيــة  المنســوجات  لتصنيــع  شــركة  وهــي 

متخصصــة فــي انتــاج وتصديــر منســوجات البــي فــي ســي مــن خيــوط 

البولســتر ومنســوجات البــي تــي اف اي مــن خيــوط الفيبــر جــاس. 

والشــركة جــزء مــن مجموعــة العبيــكان للاســتثمار الصناعــي التــي 

ــف  ــة والتغلي ــة التعبئ ــي صناع ــدة ف ــركات الرائ ــن الش ــدة م ــر واح تعتب

الشــركة  تقــوم  اكثــر مــن عقديــن  . وخــال  الاوســط  الشــرق  فــي 

ــط  ــرق الاوس ــواق الش ــة لاس ــة عالي ــة بحرفي ــوجات التقني ــاج المنس بانت

ــون  ــى أن تك ــت عل ــركة حرص ــا ان الش ــن. كم ــا والامريكتي ــيا واورب واس

ــاء  ــت بانش ــيجية فقام ــات النس ــن الصناع ــة م ــلة متكامل ــا سلس لديه

مصنــع لخيــوط البولســتر ومصنــع لغــزل النســيج. وخــال الســنوات 

الماضيــة قامــت الشــركة بتطويــر منتجاتهــا مــن منســوجات البولســتر 

ــزام  ــع الالت ــة م ــور العالمي ــة التط ــع عجل ــى م ــاس لتتماش ــر ج والفيب

الكامــل بالجــودة  ومراعــاة الاســتدامة البيئيــة. إن شــركة العبيــكان 

للمنســوجات التقنيــة لديهــا حضــور عالمــي وتــوزع منتجاتهــا فــي 

ــم .  ــول العال ــة ح ــين دول ــن خمس ــر م اكث

Riyadh
KSA

www.obeikan.com.sa/otf
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Standard Products  
PTFE Architectural Fabric For membrane Structures

ObeFlon 3/4 MIC

		  ObeFlon  800  GSM
		  ObeFlon  1150  GSM
		  ObeFlon  1300  GSM
		  ObeFlon  1480  GSM
		  ObeFlon  1550  GSM

ObeFlon 6 MIC

		  ObeFlon  800  GSM
		  ObeFlon  1000  GSM
		  ObeFlon  1200  GSM
		  ObeFlon  1300  GSM
		  ObeFlon  1450  GSM

Partition 9 MIC

		  800  GSM

PTFE

Weather
Resistance

High Tensile
Strength

Critical
Handling

Reflection
of Solar

Unaffected
by UV

Fire
Proof

Self
Cleaning

Non-
Flammable

ObeFlon 3/4 MICRON

Properties Test Method ObeFlon 800 ObeFlon 1150 ObeFlon 1300 ObeFlon1480 ObeFlon 1550

Base Fabric DIN 60001
EC 3/4 
GLASS 
FABRIC

EC 3/4 
GLASS 
FABRIC

EC 3/4 
GLASS 
FABRIC

EC 3/4 
GLASS 
FABRIC

EC 3/4 
GLASS 
FABRIC

Product 
weight

DIN EN ISO 
2286-2 800 g/sqm 1150 g/sqm 1300 g/sqm 1480 g/sqm 1550 g/sqm

Thickness DIN EN ISO 
2286-3 0.45 mm 0.60 mm 0.80 mm 0.9 mm 1.0 mm

Tensile 
Strength DIN 53354 6000/5500 

N/5cm
6000/5000 
N/5cm

7000/6500 
N/5cm

7500/7000 
N/5cm

8000/7000 
N/5cm

Tear 
Resistance DIN 53363 450/400 N 500/500 N 500/500 N 650/600 N 650/800 N

Coating 
adhesion

DIN EN ISO 
2411 ≥ 80 N/ 5cm ≥ 80 N/ 5cm ≥ 80 N/ 5cm ≥ 100 N/ 5cm ≥ 100 N/ 5cm

Light 
Transmission 
(@550 nm)

DIN EN 410 14% 13% 8% 7% 22%

Solar 
Reflectance DIN EN 410 74% 72% 77% 77% 75%

U/R Values DIN EN ISO 
6949

4.802/0.208 
[W/m²K/
m²K/W]

4.80/0.208 
[W/m²K/
m²K/W]

4.808/0.208 
[W/m²K/
m²K/W]

4.797/0.208 
[W/m²K/
m²K/W]

4.790/0.208 
[W/m²K/
m²K/W]

Resistance 
to water 
penetration 

 ISO 811:1981 ≥ 1000 mm 
H2O

≥ 1000 mm 
H2O

≥ 1000 mm 
H2O

≥ 1000 mm 
H2O

≥ 1000 mm 
H2O

Fire 
Resistance  DIN 4102-1 A2 A2 A2 A2 A2

Topcoat (weather proof)

PTFE Coating

Base coat

Glass fabric

Base coat

PTFE Coating

Topcoat (weather proof)

PTFE Coated 
fabric structure

Technical Specifications of Obeflon
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ObeFlon 6 MICRON

Properties Test Method ObeFlon 800 ObeFlon 1000 ObeFlon 1200 OBEFLON 
1300 ObeFlon 1450

Base Fabric DIN 60001 EC6 GLASS 
FABRIC

EC6 GLASS 
FABRIC

EC6 GLASS 
FABRIC

EC6 GLASS 
FABRIC

EC6 GLASS 
FABRIC

Product 
weight

DIN EN ISO 
2286-2 800 g/sqm 1000 g/sqm 1200 g/sqm 1200 g/sqm 1450 g/sqm

Thickness DIN EN ISO 
2286-3 0.48 mm 0.55 mm 0.70 mm 0.80 mm 0.95 mm

Tensile 
Strength DIN 53354 6000/5500 

N/5cm
6000/6000 
N/5cm

7000/6000 
N/5cm

7000/6500 
N/5cm

7500/7000 
N/5cm

Tear 
Resistance DIN 53363 350/300 N 450/400 N 600/600 N 700/650 N 800/700 N

Coating 
adhesion

DIN EN ISO 
2411 ≥ 80 N/ 5cm ≥ 80 N/ 5cm ≥ 100 N/ 5cm ≥ 100 N/ 5cm ≥ 100 N/ 5cm

Light 
Transmission 
(@550 nm)

DIN EN 410 22% 11% 14% 12% 12%

Solar 
Reflectance DIN EN 410 81% 78% 73% 73% 74%

U/R Values DIN EN ISO 
6949

4.812/0.208 
[W/m²K/
m²K/W]

4.875/0.205 
[W/m²K/
m²K/W]

4.872/0.205 
[W/m²K/
m²K/W]

4.872/0.205 
[W/m²K/
m²K/W]

4.869/0.205 
[W/m²K/
m²K/W]

Resistance 
to water 
penetration 

 ISO 811:1981 ≥ 1000 
mmH2O

≥ 1000 
mmH2O

≥ 1000 
mmH2O

≥ 1000 
mmH2O

≥ 1000 
mmH2O

Fire 
Resistance  DIN 4102-1 A2 A2 A2 A2 A2

Technical Specifications of Obeflon 6 MIC PTFE Architectural Fabric
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Standard Products  
PVC /PVDF Architectural Fabric For membrane Structures

OBETEX

		  OBETEX  700 GSM
		  OBETEX  900 GSM
		  OBETEX  1100 GSM
		  OBETEX  1400 GSM

OBEMAR    

		  OBEMAR 700 GSM
		  OBEMAR 900 GSM
		  OBEMAR 1100 GSM

BLOCKOUT       

		  BLOCKOUT PREMIUM 850 GSM
		  BLOCKOUT STANDARD 850 GSM

INDUSTRIAL

		  SIDE CURTAIN 900
		  TARPAULIN 450
		  TARPAULIN 720

SIGNAGE     

		  FRONTLIT PREMIUM 
		  FRONTLIT BASIC 
		  BACKLIT PREMIUM
		  BACKLIT STANDARD

PVC

10-15
Years

Economical

Easy
Handling

Fast
Assembling

Limited UV
Resistance

Fire
Resistant

Wide Range
of Colors

Recyclable

Technical Specifications of OBETEX TM

Properties Test Method OBETEX 700 OBETEX 900 OBETEX 1100 OBETEX 1400

Base Fabric DIN 60001
High Tenacity 
Low Shrinkage 
Polyester

High Tenacity 
Low Shrinkage 
Polyester

High Tenacity 
Low Shrinkage 
Polyester

High Tenacity 
Low Shrinkage 
Polyester

Product weight DIN EN ISO 
2286-2 700 g/sqm 900 g/sqm 1100 g/sqm 1400 g/sqm

Thickness DIN EN ISO 
2286-3 0.6 mm 0.75 mm 0.9 mm 1.0 mm

Tensile Strength DIN 53354 3200/3000 
N/5cm

4500/4000 
N/5cm

6150/5400 
N/5cm

8000/7000 
N/5cm

Tear Resistance DIN 53363 350/300 N 600/600 N 1000/800 N 1400/1200 N

Coating 
Adhesion DIN 53357 ≥ 80 N/ 5cm ≥ 80 N/ 5cm 100 N/ 5cm > 130 N/5cm

Solar 
Transmission DIN EN 410 - 8% 7% 6%

Solar 
Reflectance DIN EN 410 - 79% 80% 78%

U/R Values - - 4.791/0.209 [W/
m²K/m²K/W]

4.767/0.210 [W/
m²K/m²K/W]

Extreme working 
Temperatures Static condition -30oC ~ +70oC -30oC ~ +70oC -30oC ~ +70oC -30oC ~ +70oC

Fire behaviour 
of Building 
Materials

DIN 4102-1 B1 B1 B1 B1
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Packaging, Warehousing & Shipping
We partnerships with leading logistic service providers to 
provide on-time delivery of goods to our customers.

Specialized packing and handling techniques are implemented 
to make sure our fabric arrive to its final destination as perfect as 
we made it

EVERGREEN MARINE

PVC Architectural Fabric
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Tensile
strength

Tear
resistance

UV
stability

Flame
retardancy

Welding
strength

Aging
test

Cold crack
resistance

Light
translucency

test

Quality  Manegment



www.obeikan.com.sa/otfwww.obeikan.com.sa/otf



We do it
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Better Service
• At your doorstep
• No import difficulties
• No customs duty
• Strategic partnership
• Post sales support

Better Quality
• ISO 9001: 2008 certified
• Certified by international testing laboratories
• We use highest quality raw material and equipment

Better Warranty
• Highest warranty for our durable products

Better Price
• Competitive pricing
• Best value for your investment

Creating FabricCreating Fabric


